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PARTS LIST

ITEM DWG/PART NUMBER NOMENCLATURE OR DESCRIPTION MATERIAL / SPEC QTY
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H0820309-04

H0-820309-04

H0 TRIM 3/8"

.1 [2.5]

.01 [0.25]

.005 [0.13]

.25°

MILL

FULL

D1 1

   corcuera 11/3/93

T. SANCHEZ 1/4/94

SANCHEZ/CORCUERA11/22/93

T. SANCHEZ 1/4/94

D. SHU 1/4/94

T. KUZAY 1/4/94
FEDERAL, STATE AND LOCAL RADIATION GUIDE LINES: NBS HANDBOOK 111
WITH FEDERAL SPECIFICATION -QQL201.  HUTCH SHALL MEET ALL APPLICABLE
DETRIMENTAL DEFECTS.  MATERIAL SHALL BE LEAD GRADE "C" TO COMPLY
SHEET.  FREE OF OXIDE INCLUSIONS, FISSURES, VOIDS AND ALL OTHER
1- LEAD LINED PANELS SHALL BE CONSTRUCTED FROM SINGLE UNPIERCED

AND 114, ANS N43.2 AND DOE ORDER 5480.11

NOTE:

A1664003 DWG. LOG NUMBER CHANGE TO H0820309-04

COMPLETE REVISION; WAS SHT 1 OF 2

CHANGE TO SIZE D
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04

3/7/94

1/5/96

10/24/94

A.C. T.S.

R.K.

AC

T.S.
JC

AC JC

4D
FULL SIZE
 TRIM

.50 [12.70]

3.00 [76.20]

TYP.
.03 TACK

.03 TACK
.38 [10.00]

1/2-6

1/2-6

.44 [11.17]

16 GA. (.0598) ASTM A569 TYP.

.13 X 45° ON LEAD
2X

16 GA. (.0598) ASTM A569 TYP.

.38 [10.00]

1.62 [41.15]

2X
.13 X 45° ON LEAD

CUT TO LENGTH

1T  TRIM
FULL SIZE

CUT TO LENGTH

CUT TO LENGTH

6/9/97


